
 
 

 

 MODEL 120/160 
 Bulk Blasting Systems 

 
 
 
 Airblast Bulk Blasting Systems are designed for large scale blasting jobs and can be used with the wide range of
 accessories including a wide choice of nozzles.

	 Vessels	are	built	to	fit	various	mountings	and	trailers	(see	next	page).

 FEATURES:

	 -	 8,6	bar	(125	psi)	rated	vessel	with	four	outlet	capability
 - Full load lifting eyes
 - 4” Bottom drain and inlet manifold
	 -	 Two	complete	1½”	Thompson	Valve	outlets	with	urethane	sleeve	(optional	tungsten	carbide	sleeve)
 - Pneumatic or electric remote controls
 - 30 mtr. twin line control hose or electrical control cord
	 -	 7.5	mtr.	power	cord
 - Deadman control and manual blowdown
	 -	 1½”	Internal	piping	for	pressure	and	vent

	 All	other	sizes,	configurations	and	types	of	tanks	available	on	request.
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ORDERING INFORMATION
Part no. Decription

MODELS

1580000 Model	120	-	120	cu.ft.	Bulk	Blaster	3400	litre	capacity	(Shipping	weight	2,350	lbs.	/	1,070	kg.)

1580100 Model	160	-	160	cu.ft.	Bulk	Blaster	4500	litre	capacity	(Shipping	weight	2,950	lbs.	/	1,340	kg.)

OPTIONS

1580200 1,600	CFM	Moisture	Separator

1580300 Additional	outlet,	pneumatic	or	electric,	complete

1580400 Tungsten	Carbide	sleeve	(per	outlet)

1526300 Union	End	Ball	Valve	(per	outlet)

1580500 Remote	Abrasive	Cutoff,	pneumatic	(per	outlet)

1580600 Remote	Abrasive	Cutoff,	electric	(per	outlet)

1580700 10.3	bar	(150	psi)	Rated	vessel

MOUNTINGS

1580800 610	mm	(24”)	Leg	extensions

1580900 Skid mount

TRAILERS - Model 120 only (Load limit: 5450 kgs.)

1581000 Rigid	Axle	Yard	Trailer,	(weight:	485	kgs.)

1581100 Torsion	Suspension	Yard	Trailer,	(weight:	705	kgs.)

1581200 Highway	Trailer	with	lights,	heavy	duty	fenders,	hydraulic	brakes,	torsion	suspension	(weight:	655	kgs.)

TRAILERS - Model 120 and 160 (Load limit: 7275 kgs.)

1581300 Rigid	Axle	Yard	Trailer,	(weight:	750	kgs.)

1581400 Torsion	Suspension	Yard	Trailer,	(weight:	775	kgs.)

1581500 Highway	Trailer	with	lights,	heavy	duty	fenders,	hydraulic	brakes,	torsion	suspension	(weight:	800	kgs.)

DUAL_TANDEM HIGHWAY TRAILERS - Model 120 and 160 (Load limit: 9100 kgs.)

1581600 Dual-Tandem	Highway	Trailer	with	lights,	heavy	duty	fenders,	hydraulic	brakes	and	load	leveller	leaf	spring	suspension
(weight	1075	kgs.)


